
LIFT-503 

 

BMF Lift Kit 

 

Club Car Precedent 

 

Installation Instructions 

Contents of LIFT-503 Club Car Precedent BMF Lift Kit: 

 a (1 ea.) BMF Front Suspension 

 b (1 ea.) Driver Side Upper A-Arm (Shipped Loose) 

 c (1 ea.) Passenger Side Upper A-Arm (Shipped Loose) 

 d (2 ea.) Rear Riser Blocks 

 e (2 ea.) Rear Shock Mounting Plates 

 f (2 ea.) Rear Centering Plates 

 g (3 ea.) 8mm x 20mm Steering Rack Spacers 

  h (1 ea.) Box of Hardware (Contents on Next Page) 

 I (1 ea.) Instructions 

Caution: Please read through the instructions carefully.  Installer is 

responsible for damage if instructions are not followed properly.   

Extra installers will be helpful in some parts of the installation. 

Please refer to all torqueing specifications on page 2 for installation. 

Note: You must install larger tires and wheels once the cart is lifted.  

Stock wheels will not work.  We recommend a 22ó tire with a  

minimum of a 10ó offset wheel for use on the RHOX BMF Lift Kit.  
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Contents of LIFT-503 Hardware Kit: 

ITEM QTY. DESCRIPTION   TORQUE REQUIREMENTS 

a. 2 ea. 16mm Lock Nuts   - 

b.  4 ea. 7/16ó x 7ó Hex Head Bolts  54 ft. lbs. 

c.  8 ea. 7/16ó Flat Washers   - 

d.  4 ea. 10mm x 50 Flange Head Bolts  45 ft. lbs. 

e.  5 ea.  8mm x 50  Hex Head Bolts  22 ft. lbs. 

f.  6 ea. 8mm x 25 Flange Head Bolts  22 ft. lbs. 

g.  2 ea. 8mm Nylock Nuts   - 

h.  6 ea. 8mm Nuts    - 

i.  10 ea. 8mm Flat Washers   - 

j.  2 ea. 6mm x 10 Hex Head Bolts  6 ft. lbs. 

k.  2 ea. 6mm Lock Nuts   - 

l.  1 ea. Thread Locking Compound  - 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -  

 

Installation Preparation (Front of the Cart) 

 

1. Make sure the parking brake is engaged. 

2. If your cart has a Tow/Run Switch, place switch in the Tow position. 

3. Chock the back of the rear wheels to prevent the cart from moving. 

4. Remove the hub caps (if any). Break the torque on the lug nuts on 

both of the front wheels. Do not remove the lug nuts. 

5. Using a jack, safely lift the front end of the cart enough to accommo-

date the additional height of the larger tires and wheels. 
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6. Place jack stands securely under the 

chassis and remove jack. 

7. Remove the front bumper by removing 

the two bolts holding it in place.   

Retain the bumper and the hardware. 

 

 

 

 

 

 

 

 

 

8. Fully remove the (8) front lug nuts, front tires and wheels.  Discard 

the tires and wheels as they will not be reused. 

9. Remove the front hubs by removing the flange nut in the center of 

the hub. Retain hubs and discard  

hardware. 

 

 

 

 

 

 

 

 

10. Disconnect the tie rod ends from the spindles by removing the safe-

ty pin from the tie rod end.  Then remove the nut on the tie rod end.  

Use a wrench to keep the tie rod end in place as the nut is removed. 

Retain hardware. 
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11. Disconnect the shocks from the top clevis by removing the bolt on 

the bottom of the shocks as shown to the right. Discard hardware. 

 

12. Remove the (3) bolts in the  

steering rack. Discard hardware. 

 

13. With the steering rack out of the 

way, remove the bolts that attach 

the upper A-Arms to the chassis.  

Retain hardware. 

 

 

 

 

 

14. Remove the original front suspen-

sion from the chassis by removing 

the (4) bolts from under the leaf 

spring clamp.  

 

NOTE: Additional help is recom-

mended during this step to help 

support the front suspension dur-

ing removal. 

  

 

 

 

 

 

 


